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AGMASOL PT WIPES 

AGMASOL PT ODOURLESS HIGH FLASH POINT SOLVENT CLEANER IMPREGNATED ONTO NON-
WOVEN, LOW-LINTING WIPES. 

EACH DISPENSER CONTAINS 300 LARGE HEAVY-DUTY WIPES. 

THE WIPE HAS BEEN CAREFULLY SELECTED TO MEET DEMANDING INDUSTRIAL REQUIREMENTS 
AND IS VIRTUALLY INDESTRUCTABLE UNDER CONDITIONS OF USE BY HAND. 

INSIDE THE CONTAINER THE IMPREGNATED WIPES ARE HERMETICALLY SEALED INSIDE A FOIL 
BAG TO PREVENT IMPREGNANT LOSS PRIOR TO FIRST USE. THE IMPREGNATED WIPES ARE SELF-
DISPENSING ONCE THE INNER FOIL BAG IS OPENED AND THE FIRST CLOTH HAS BEEN DRAWN 
FROM THE CENTRE OF THE ROLL AND FED THROUGH THE OPENING IN THE LID. 

RE-CLOSE THE FLIP CAP AFTER EXRACTING A WIPE IN ORDER TO MINIMISE EVAPORATION OF 
THE IMPREGNANT. 

OVERALL PACK SIZE AND WEIGHT HAVE BEEN SELECTED TO PERMIT EASE OF HANDLING AND 
PORTABILITY. 
 

WHAT ARE AGMASOL PT WIPES 

AGMASOL PT IS INTENDED TO REPLACE SOLVENTS LIKE PARAFFIN AND MINERAL SPIRIT WHICH 
TEND TO BE UNPLEASANT AND CAUSE DISCOMFORT TO WORKERS. 

THE VERY LOW ODOUR AND LOW EVAPORATION LOSSES MAKE AGMASOL PT WIPES IDEAL FOR 
MANUAL PRODUCTION LINE DEGREASING AND GENERAL CLEANING WORK. 

AGMASOL PT WIPES ARE IDEAL FOR USE IN FOOD AND DRINK FACTORIES WHERE ODOUR 
CAUSES PROBLEMS OF PRODUCT TAINTING. AGMASOL PT WIPES ARE SUITABLE FOR USE ON ALL 
METALS AND MOST PLASTICS. 

 

APPROVALS 

AGMA AGMASOL PT COMPLIES TO ROLLS-ROYCE CSS 255 TYPE A – OMAT NUMBER 1/257AJ 
(MLC104) 

 
 

HEALTH AND SAFETY 

SEE SEPARATE SAFETY DATA SHEET  


